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冷暖保温箱安全警告

警告！
阅读所有警告和所有说明。
不遵照以下警告和说明会导致电击、着火和／或严重伤害。

保存所有警告和说明书以备查阅。
1. 使用电动工具时，仅能使用按照其特性设计的电池组。
 如使用其它任何电池组，将有导致人员受伤及起火的危险。
2. 仅能使用指定的电源电压。
 使用任何其他电压都可能会导致火灾或触电。
 请勿使用其他未指定的直流电源、发动机发电机、升压器或变压器。否则可
能会导致异常发热或火灾。

 如果温度低于 0℃或高于 40℃，则不要对电池充电。否则不仅会充电失败，
而且还会缩短电池寿命。此外，还可能会导致电池爆炸或引发火灾。

 请将电池放在通风良好的地方充电。在对电池充电时，不要将布料之类的物
品盖在电池上。否则可能会导致电池爆炸或引发火灾。

3. 不要用湿手触摸电源插头（汽车点烟器连接插头）。
 否则可能会导致触电。
4. 不要在潮湿环境下或雨中使用冷暖保温箱。
 否则可能会导致触电、火灾或爆炸。
5. 不要在易爆环境，如有易燃液体、气体或粉尘的环境下操作冷暖保温箱。
 否则可能会导致触电、火灾或爆炸。
6. 不要将装置浸在水中或溅到水。否则可能会导致短路或触电。
7. 在户外时不要使用交流适配器。否则可能会导致冒烟或起火。
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8. 在下列情况下，关闭产品的电源然后移除电池。并将电源插头（汽车点烟器
连接插头）从插座（点烟器插座）拔下。

○ 装置不再使用，或对装置进行调整或检查时。
○ 其他可能造成危险或可能导致意外事故的情况。
9. 请使用指定的配件和附件。
 请注意，若使用非本说明书或 HiKOKI 产品目录中指定的配件和附件，可能
会导致事故或人身伤害。

10. 请勿将电池丢入火中。
 电池受热将会爆炸。
11. 切勿使用变形或损坏的电池。
 否则可能会导致电池冒烟、起火或爆炸。
12. 如果在正确充电之后，电池的使用时间仍明显很短，则说明电池寿命已耗尽，
需要更换电池。

 继续使用电量耗尽的电池可能会导致机器损坏。
13. 清除电源插头的插片及其表面堆积的灰尘。
 否则可能会导致冒烟或起火。
14. 当使用车载电源连接装置时，将装置牢固地放在行李空间或后座底下，使其
不会突然偏离位置。此外，不要将装置放在汽车座椅上等不平稳的位置。

 如果放在座椅上，突然刹车可能会导致装置滑动或掉落。
15. 不要把装置或电池放在驾驶座的下方。另外，不要把车载电源的直流电源线
放在换档杆、刹车或制动踏板的附近。

 如果电源线缠在一起，可能会发生意外事故。
16. 开车时不要操作主机或电池。
 否则可能会导致意外事故。
17. 使用车载电源提供的直流电源线。
 使用除提供的直流电源线外的其他电源线可能会导致异常发热，进而导致冒
烟或起火。

18. 不要将电池放在座椅套之类的毯子、地板垫或其他类似的防护材料上面。
 否则可能会导致火灾。
19. 使用车载电源时就在汽车附近使用。
 否则可能会导致意外事故。
20. 不要存放汽油或稀释剂等易燃物品。
 否则可能会导致火灾或爆炸。
21. 不要存放医疗用品或科学样品。
 否则可能会导致意外事故。
22. 不要存放干冰。
 干冰升华成二氧化碳气体将会导致密封容器膨胀，甚至可能引起爆炸。此外，
任何突然的温度变化都可能会导致机器损坏。
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23. 不要将任何装有液体的容器或其他不平稳的物品放在产品的顶部。不平稳的
物品可能会掉落并导致人员受伤。此外，如有液体溢出可能会损坏电气部件
的绝缘，这可能会导致短路起火。

24. 请勿使用冷暖保温箱或电池端子（电池安装部位）明显变形的产品。
 否则，安装电池后可能会短路，造成冒烟或起火。
25. 请清除冷暖保温箱的端子（电池安装部位）上的灰尘。
○ 使用前请确保端子区域没有堆积灰尘。
○ 在使用过程中，请尽量避免冷暖保温箱上的灰尘掉落在电池上。
○ 暂时不使用工具时或使用后，应将工具存放在不会掉落灰尘的地方。
 否则可能短路，造成冒烟或起火。
26. 不要使用非本产品随附的交流适配器或车载电源直流电源线。
 否则可能会导致冒烟或起火。
27. 不要将销钉、电线以及其他金属或异物放在进气口、排气口或其他间隙中。
 否则可能导致事故或机器损坏。
28. 如果在操作过程中有任何异常，如臭味、过热或冒烟等，请不要使用该产品。
 立即停止使用，并联系购买该产品的店铺。

注意 !
1. 不要让儿童操作该产品。附近有儿童时，请务必小心。
 将闲置不用的冷暖保温箱放在儿童够不到的地方，并且不要让不熟悉冷暖保
温箱或对这些说明不了解的人操作冷暖保温箱。

 否则可能导致意外伤害。
2. 操作冷暖保温箱时，请提高警觉，注意正在进行的工作并善用常识。
 感到疲劳或受药品、酒精或治疗的影响时，请勿使用冷暖保温箱。
 操作冷暖保温箱时稍不留神就可能造成严重的人员伤亡。
3. 存放闲置不用的冷暖保温箱。冷暖保温箱不用时，应存放在干燥、较高或上
锁（儿童拿不到）的地方。请将冷暖保温箱存放在温度低于 50℃的地方。

4. 请正确使用冷暖保温箱。
○ 冷暖保温箱在其性能范围内发挥安全、高效的效果。
○ 不要将冷暖保温箱用于设计用途之外的其他用途。
5. 不得滥用电源线。切勿用电源线搬运、拉动冷暖保温箱，或从电源插座（汽
车点烟器插座）拔出插头。使电源线远离热源、油和尖锐的边缘。小心存放
或使用电源线，避免踩踏或钩住电源线，以免施加不必要的压力造成损坏。
否则可能会导致触电或短路，进而引起火灾。

6. 密切注意维护冷暖保温箱。
○ 定期检查冷暖保温箱的电源线，如发生损坏，请联系经销商进行维修。
○ 如使用延伸线缆，请定期进行检查，并在发生损坏时及时更换。
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7. 维护冷暖保温箱。
○ 检查活动部件的错位或捆扎、部件的破损以及任何可能影响冷暖保温箱操作
的其他情况。

○ 如有损坏，请在使用前将冷暖保温箱修理好。
○ 若开关无法启动或关闭时，请勿使用冷暖保温箱。任何无法以开关控制的冷
暖保温箱都很危险且需要维修。

 很多意外便是由于冷暖保温箱维护不当造成的。
8. 冷暖保温箱必须委托专业人员进行维修。
○ 冷暖保温箱符合所有安全规定，不得进行改装。
○ 所有维修工作均需委托 HiKOKI 授权服务中心进行操作。若无专业维修技能
而擅自维修可能导致事故或人身伤害。

9. 不要坐在冷暖保温箱上。
 否则可能会导致事故或故障。
10. 不要阻塞进气口或排气口（通风口）。
 否则可能会导致机器损坏。
11. 将装置放在地毯、榻榻米垫子或塑胶地板上时，在装置和物体表面之间放一
块板子或类似物品。

12. 请勿倒置或倒置使用。
 否则可能会导致装入的东西流出。
13. 让装置远离高温，不要放置在炉子或其他制热设备附近。
 否则可能会令装置变形或导致事故。
14. 将装置放在通风良好的地方。在墙壁附近使用时，确保装置和墙面之间有
10cm 以上的空间。

○ 不要将装置放在家具内或箱子里。
○ 确保将装置放在通风的场所。
○ 不要放在湿度高的地方或阳光直射的地方。
 否则不仅会对产品性能产生不利影响，还可能会导致事故或机器损坏。
15. 不要让装置一直处于打开状态。
 否则可能会对性能产生不利影响。
16. 切勿放入冰激凌、冷冻食品或生鲜食品。
 否则可能会导致食物腐败变质。
17. 食品和饮料等在打开后，不要存放太长时间。
 否则可能会导致食物腐败变质。
18. 不要将食材直接存放在冷暖保温箱中。
 保温箱未经抗菌处理，因此食材应包好或放在 PE 袋中。
19. 不要将冰或水直接放入冷暖保温箱中。
 否则可能会导致机器损坏。
20. 如果周围温度低于 5℃，制冷时不要存放瓶装产品或其他易碎物品。
 否则可能会导致破裂或粉碎，进而导致人员受伤。

000Book_UL18DA_ChS.indb   5000Book_UL18DA_ChS.indb   5 2018/07/19   14:04:392018/07/19   14:04:39



6

中文

21. 存放 PET 瓶隔热时，使用耐热瓶。
 一些 PET 瓶耐热性较低，容易变形和损坏。
22. 不要拖动任何其他部位滑过地面，只能用脚轮接触地面。
 否则可能会损坏产品或划坏地面。
23. 在使用产品之前，请确保肩带和把手不会脱落或引发任何问题。
24. 不要在开盖的状态下携带装置。
25. 关上装置的箱盖时，务必确保使用卡扣固定箱盖。
26. 打开或关闭箱盖时要小心不要夹到手指。
27. 携带装置时不要拎着箱盖。
28. 当携带装置时，确保箱盖用卡扣固定。
29. 打开时不要对箱盖施加大力或撞击。
30. 不要用杀虫剂、香料或除臭剂对着装置喷洒。
31. 不要浸泡在水中或海水中，不要直接使用高压喷水。
32. 无人照看时装置内不要留有水分。
 无人照看时留有水分可能会导致产生霉菌。擦拭剩余的水分，确保装置保持
干燥。

33. 在凹凸不平的路面上拉动装置时，如果装满物品的话，可能会导致掉落等情
况。

34. 不要完全清洗装置。
 水可能会通过缝隙渗入，并浸透绝缘，导致生长霉菌。
35. 不要使用抛光粉、硬毛刷、沸水、稀释剂、苯或其他有机溶剂清洗装置。
36. 尽量避免在运输装置的过程中发生强烈的撞击和振动。
 否则可能导致机器损坏。
37. 搁置不用时，确保电源插座的插座盖和电池盖保持关闭。
 否则可能导致机器损坏。
38. 使用直流 12V 车载电源时，在关闭引擎之前拔下连接插头。
 引擎已关闭时，某些车辆的电源不会断电。一直连接插头的话可能会导致电
池过度充电。

39. 不要在汽车的后备箱里使用产品。
 高温可能会导致机器损坏。

锂离子电池使用注意事项

为延长使用期限，锂离子电池备配停止输出的保护功能。
若是在使用本产品时发生下列 1 至 2 的情况，即使按下开关，马达也可能停止。
这并非故障，而是启动保护功能的结果。
1. 在残留的电池电力即将耗尽时，马达会停止。
 在这种情况下，请立即予以充电。
2. 若电池在过载工作情况下过热，电池电力可能会中止。
 在这种情况下，请停止使用电池，让电池冷却。之后您就可以再度使用。
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此外，请留心下列的警告及注意事项。

警告！
为防止发生电池漏电、发热、冒烟、爆炸及提前点燃，请确保留意下列事项。
1. 确保电池上没有堆积削屑及灰尘。
○ 在工作时确定削屑及灰尘没有掉落在电池上。
○ 确定所有工作时掉落在电动工具上的削屑和灰尘没有堆积在电池上。
○ 请勿将未使用的电池存放在曝露于削屑和灰尘的位置。
○ 在存放电池之前，请清除任何可能附着在上面的削屑和灰尘，并请切勿将它
与金属零件 ( 螺丝、钉子等 ) 存放在一起。

2. 请勿以钉子等利器刺穿电池、以铁锤敲打、踩踏、丢掷电池，或将其剧烈撞击。
3. 切勿使用明显损坏或变形的电池。
4. 使用电池时请勿颠倒电极。
5. 请勿直接连接电源插座或汽车点烟器孔座。
6. 请依规定方式使用电池，切勿移作他用。
7. 如果已过了再充电时间，电池仍无法完成充电，请立即停止继续再充电。
8. 请勿将电池放置于高温或高压处，例如微波炉、烘干机或高压容器内。
9. 在发觉有渗漏或异味时，请勿接近远离火源。
10. 请勿在会产生强烈静电的地方使用。
11. 如有电池渗漏、异味、发热、褪色或变形，或在使用、充电或存放时出现任
何异常，请立即将它从装备或电池充电器拆下，并停止使用。

12. 请勿浸泡电池或让任何液体流入电池内部。导电液体进入（如水），可能造
成电池损坏，甚至可导致火灾或爆炸。将电池存放在阴凉、干燥的地方，远
离易燃物品。必须避免将电池置于腐蚀性气体环境中。

注意！
1. 若电池渗漏出的液体进入您的眼睛，请勿搓揉眼睛，并以自来水等干净清水
充分冲洗，立刻送医。

 若不加以处理，液体可能会导致眼睛不适。
2. 若液体渗漏至您的皮肤或衣物，请立即以自来水等清水冲洗。
 上述情况可能会使皮肤受到刺激。
3. 若初次使用电池时发现生锈、异味、过热、褪色、变形及／或其它异常情况时，
请勿使用并将该电池退还给供货商或厂商。
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警告！
如果导电异物接触到锂离子电池的端子，电池可能短路，
并导致火灾。
存放锂离子电池时，请务必遵循下列注意事项。
○ 切勿在存放盒中放置导电的残片，钉子，以及导线，
如铁线和铜线。

○ 或者将电池装在电动工具中，或者在牢固按入电池盖
并挡住通风孔后再存放，以防止短路。( 参照图 1)

锂离子电池运输

当运输一个锂离子电池，请注意以下预防措施。

警告！
告知运输公司，包装内包含一个锂离子电
池，告知该公司其功率输出并且要按照运
输公司的指引安排运输。
● 功率输出超过 100 Wh 的锂离子电池
被视作危险物品运输分类并且需要特
别申请程序。

● 对于境外运输，您必须遵守国际法以
及输入国的规章和条例。

● 如果电动工具中装有 BSL36B18 和 BSL1860，功率输出将超过 100 Wh，装
置将被归类为危险物品。

符号

警告！
如下所示的符号用于本机。使用前请务必理解其含意。

为降低伤害风险，用户必须阅
读使用说明书

V 额定电压

直流电 警告

图 1
电池

电池盖
通风口

端子

插销

Wh
输出功率

2至 3位数

图 2
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规格

型号 UL18DA

电源

滑动式电池：直流 14.4 V、18 V、
多电压电池

家用电源 
（使用随附的交流适配器）

直流 12V（车载）（使用随附的直流电源线）

电量 25 L

制冷系统 电子制冷系统

制
冷
制
热
性
能

内部温度
达到设定的内部
温度所需时间 *1

COLD

HIGH 与外部温度相比低 20℃
（最低
5℃）

约 4小时

MID 与外部温度相比低 25℃ 约 3小时

LOW 与外部温度相比低 10℃ 约 40 分钟

HOT

HIGH 与外部温度相比高 45℃
（最高
55℃）

约 3小时

MID 与外部温度相比高 40℃ 约 2小时

LOW 与外部温度相比高 25℃ 约 40 分钟

使用 BSL36A18*2

时的连续操作时间
（1节电池）

HIGH 约 2小时 30 分钟

MID 约 3小时 10 分钟

LOW 约 5小时

可安装的电池数量 2

充电时间，约
(AT 20℃ ) *3

（1 节电池）

 BSL1860 : 4 小时
BSL36A18 : 3 小时 20 分钟
BSL36B18 : 5 小时 20 分钟

运行温度范围 0℃ - 40℃

外部尺寸（长×宽×高） 340 × 560 × 445 mm

重量 8.0 kg（不带电池）

*1 随着装入的物品、操作环境及其他因素的不同而变化。
*2 制冷或制热时，内部温度设定为恒定。随着装入的物品、操作环境及其他因
素的不同而变化。

*3 随着电池类型、充电状态、操作环境及其他因素的不同而变化。一次充一节
电池。
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标准附件

除了主机 (1 台 ) 外，产品包中还包括表中所列的附件。
表 1

UL18DA

交流适配器 1

直流电源线 1

肩带 1

把手 1

根据工具套件的规格不同，所提供的充电器和电池会有所不同。

用途

制冷或制热饮用水等。
锂电池充电
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作业之前

1. 打开和关闭箱盖
(1) 打开箱盖
 打开两处箱扣，并提起箱盖，直到止动销卡到位。（参照 图 3 - 5）。

2

图 4

卡扣

1

图 3 图 5

4

3

箱盖

(2) 关闭箱盖
 关闭箱盖时，松开止动销，轻轻关闭箱盖。（参照图 6 - 8）。

图 8

5

图 6

1

2

3

图 7

4

卡扣

2. 电池充电和输出 (2 节 )
 装入 2 节电池时，单独对每节电池进行
充电或输出。开关面板上的“1”和“2”
表示电池组上显示的电池编号。（参照 
图 9和第 12 页的图 10）。

 亮灯表示电池正在充电或电池正在输出电
流。

图 9

充电指示灯

电池编号电池编号

输出指示灯
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注 :
○ 装置也可以只使用 1节电池进行操作。
○ 通常，电池按“1”到“2”的顺序切换。但是，
如果“2”的插槽正在使用时将电池放入“1”
的插槽，则电池将按“2”到“1”的顺序切换。

○ 装入 2节电池时，在操作过程中取出 1节电
池将自动切换到剩余的电池。

使用方式

1. 电池安装／拆卸

注意 !
○ 切勿使电池短路。
○ 请勿触摸端子。
 否则可能会导致手部割伤或受到其他伤害。

注 :
 使用电池进行操作时，将装置放在离电视机、收音机和天线大约 1米的地方。
否则可能会导致视频或音频噪声。

(1) 安装电池
 拉开插销并打开电池盖。（参照图 11, 12）
 将电池对准装置的凹槽，一直滑到底。 （参照图 13）

图 13
电池

图 11

电池盖 插销1
图 12
2

注 :
 插入电池时不要施力过大。如果电池不容易滑动到位，则说明没有正确插入。
 检查电池朝向是否正确，插入时是否有阻碍。

电池电池编号

图 10
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(2) 取出电池
 推压两侧的插销滑出电池。（参照图 14）

2. 安装交流适配器 / 直流电源线

可以从家用插座或使用交流适配器或直流
电源线的车载插座中获得动力。

打开插座盖，将交流适配器或直流电源
线的连接插头连接到交流适配器端口。
（参照图 15）

然后，将交流适配器或直流电源线插入家用插座
或点烟器插座中。（参照图 16, 17）

注 :
○ 与电池一起使用时，交流适配器是主电源，
并且没有电池功率消耗。

○ 在插入插头之前，一定要确保连接插头
的上下朝向正确。如果上下朝向不正确，
可能会导致装置损坏。

○ 确保连接插头一直为插入状态。如果未
正确插入，装置可能会过热并导致损坏。

○ 使用车载电源时，在引擎运行时连接。
这可能会导致电池损耗。

○ 充电式冷暖保温箱不要使用 12V 车载电
源以外的电源。充电式冷暖保温箱仅用
于负极接地车辆。确保将车载电池的负
极连接到车身。

○ 如果您在驾车时使用此充电式冷暖保温箱，请将其固定到位，以防在不经意
间移动位置，分散驾驶员的注意力。

○ 务必使用随附的电线。使用其他电线可能会导致过热，进而引发火灾或事故。
○ 在装入电池的状态下将电源插头插入插座时，无论电源开关是 ON 或 OFF，
电池都会充电。

图 14

卡扣
（两侧）1

2

图 15

连接插头

交流适配
器端口

突出部分

凹槽

插座盖

图 16

图 17

汽车点烟器插座

直流电源线

000Book_UL18DA_ChS.indb   13000Book_UL18DA_ChS.indb   13 2018/07/19   14:04:402018/07/19   14:04:40



14

中文

3. 电源开关 / 模式设置

接通电源后，打开电源将会运行制冷 / 制热
功能。
选择并设置想要的模式。
(1) 打开电源开关。模式指示灯和温度指示灯
亮起。

 （指示灯指示的模式是装置最后关机时预
设的模式。）

(2) 按下模式选择开关，选择 COLD（绿）或
HOT（绿）。

注 :
○ 如要在操作期间切换 COLD（绿）或 HOT
（绿），关掉电源，等待大约 1 小时，然
后再进行选择。

(3) 按温度选择开关选择 HIGH、MID 或 LOW。
注 :
○ 装置将自动打开或关闭风扇来控制温度。
这种情况不属于故障。

○ 如果所有的指示灯都闪烁，表示该产品出
现故障。立即停止使用，并联系购买该产
品的店铺。

图 20

绿色

绿色绿色

电源选择开关

图 18

模式指示开关 电源指示灯

电源开关

图 19

模式选择开关绿色

绿色
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4. 存放食物和饮料

注意 !
○ 开车时不要操作主机或电池。
 否则可能会导致意外事故。
○ 使用车载电源时就在汽车附近使用。
 否则可能会导致触电或破裂。
○ 不要存放汽油或稀释剂等易燃物品。
 如果外部温度低于 5℃，制冷时不要存放瓶装物品或其他易碎物品。
○ 不要存放医疗用品或科学样品。
 否则可能会导致意外事故。
○ 使用车载电源提供的直流电源线。
 使用除提供的直流电源线外的其他电源线可能会导致异常发热，进而导致冒
烟或起火。

○ 不要将电池放在座椅套之类的毯子、地板垫或其他类似的防护材料上面。
 否则可能会导致火灾。

将食物和饮料放入装置并盖严箱盖。
设定装置时要多加注意，因为装置内的制冷和制热温度会受到外部温度的影响。

产品使用技巧
○ 在紧急情况下，在装置内部预先制冷（制热），并将已冷却（已加热）产品
放入装置中。

 与装置内部有温度差时，制热和制冷需要一定的时间。
○ 确保在装置中存放的物品之间有足够的空间。
 装得太挤会对风扇的空气流动产生不利影响，并降低装置的制冷 / 制热性能。
○ 在存放物品之前擦去水分或污垢。
○ 将食材放入密封容器、塑料袋或包装袋中。
 这样做有助于防止串味、变质和干化。
○ 为了避免影响制冷或制热的效果，关紧箱盖，不要频繁地打开和关闭。
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充电

下面是电源、电池充电和制冷 / 制热功能的组合。

电源状态 电源开关 电池充电
制冷 /

制热功能运行

安装电池的状态下连接到电源
（家用插座或车载插座）

OFF －

ON

1. 连接电源（使用交流适配器或直流电源线）。
2. 安装电池。
 充电指示灯将持续点亮绿色，表示开始充电。
3. 打开电源开关，以同时进行充电和保温或保冷。

注 :
 安装电池后，断开电源适配器或直流电源线将关闭制冷 / 制热功能。
 如要将电源切换到电池，请按电源开关。
 打开电源开关时，制冷 / 制热功能将再次开始运行。
4. 充电完成
 充电指示灯将反复闪烁绿色，表示充电完成。断开交流适配器或直流电源线，
并取出电池。

5. 充电指示灯的指示状态
 根据充电器或可充电电池的情况，充电指示灯的显示如 表 2所示。

表 2

充电指示灯的指示状态

充电指示灯

充电时
点亮
( 绿 )

连续点亮

充电
完成

闪烁
( 绿 )

点亮 0.5 秒钟。不点亮
0.5 秒钟。（熄灭 0.5 秒钟）

过热
待机

闪烁
( 绿 )

点亮 1 秒钟。不点亮
0.5 秒钟。（熄灭 0.5 秒钟）

电池过热。无法充
电（电池冷却后将
开始充电）

无法
充电

闪动
( 绿 )

点亮 0.1 秒钟。不点亮 
0.1 秒钟。（熄灭 0.1 秒钟）

( 发出断续蜂鸣声 : 约 2 秒 )

电池充电器或电池
的端子上有异物。
电池或充电器故障
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注 :
○ 当充电指示灯快速闪烁（0.1 秒 ON/ 0.1 秒 OFF）时，检查并清除电池连接
器或电池充电器的端子上的异物。

 如果没有异物，则可能是装置或电池出现问题。发生这种情况时，把这两个
产品都带到购买的店铺。

○ 一旦充电完成，在尝试给另一个电池充电之前需要等待 5分钟。
 连续充电会使装置过热，可能会导致故障。
○ 电池使用后很热。等待其完全冷却后再充电。
 如果立即充电会减少电池的使用寿命。
○ 如果在正确充电之后，电池的使用时间仍明显很短，则说明电池寿命已耗尽，
需要更换电池。

 继续使用电量耗尽的电池不仅会损坏电池，而且还会损坏装置本身。

关于新电池的放电。

 新电池内部的化学物质未被激活或电池长时间不使用时，初次或第二次使用
时需要将其放电至较低电量。这只是暂时现象，将电池充电 2-3 次即可恢复
为充电所需的正常时间。

较长时间保持电池性能的方法

(1) 在电池电力完全耗尽之前进行充电。
 感到电动工具的能力变弱时，请停止使用并给电池充电。若您继续使用电动
工具并耗尽电力，电池可能会损坏或其使用寿命缩短。

(2) 避免在高温环境中充电。
 使用后可充电电池的温度将迅速升高。若使用后立即对这种电池进行充电，
其内部化学物质会劣化，电池使用寿命将缩短。请稍等片刻，待电池冷却后
再进行充电。

注意！
○ 如果电池长时间放置在阳光直射的地方或者刚刚使用完毕时，电池会变
热。如果此时对电池充电，充电器的充电指示灯会点亮 0.3 秒钟，然后熄灭
0.3 秒钟（熄灭 0.3 秒钟）。此时请等待电池冷却后再开始充电。

○ 充电指示灯闪动 ( 闪动间隔为 0.2 秒钟 ) 时，请检查充电器的电池连接器内
是否有异物并加以清除。如没有异物，则可能是电池或充电器发生了故障。
请将其送往当地授权服务中心。

○ 因内置的微电脑需要约 3秒钟才能确认正用 UL18DA 充电的电池已被取出，
因此请等待 3秒钟后再重新插入电池继续充电。如果在不到 3秒内就插入电
池，则电池可能充电不正常。
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维护和检查

1. 检查端子（冷暖保温箱和电池）
 确保端子上没有堆积灰尘。
 在操作前、操作时和操作后需要时常检查。

注意 !
 请清除端子上的削屑或灰尘。
 否则可能导致故障。

2. 清洁外部
 当冷暖保温箱脏污时，请用柔软的干布或沾有肥皂水的布片擦拭。请勿使用
会溶化塑料的含氯溶剂、汽油或油漆稀释剂。

注 :
 不要完全清洗装置。否则可能会导致机器损坏。
3. 清洗进气口 / 排气口
 定期检查装置并用真空吸尘器或其他设
备清洁进气口 / 排气口。（参照图 21）

注 :
 灰尘堆积会降低制冷 / 制热的效果。

4. 清洁 / 检查交流适配器和脚轮
 检查是否有任何问题，如电源线断
开或交流适配器和脚轮损坏等。

5. 运输
 调整肩背带的长度，确保手柄位置
适中，能够轻松携带充电式冷暖保
温箱。

 在运输过程中，请小心避免保温箱
的底面摩擦地面或使保温箱掉落。

 拉拽时，如果保温箱的脚轮无法平
滑移动，请利用肩背带提起保温箱。

注 :
 确保脚轮干净整洁且无损坏。

排气口

进气口

图 21

图 22

手柄

脚轮

调整长度

小心内容物倾洒出来
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6. 存放
 直流电源线可以存放在装置的箱
盖的电源线存放盖的下方。（参照
图 23）

 请将冷暖保温箱存放在温度低于
50℃，且儿童碰不到的地方。

注 :
 存放锂离子电池
 在存放前请确保电池已完全充电。
 电池在低电量的状态下长时间存放 (3 个月或更长 )，可能会导致电池性能劣
化，使用时间明显减少或无法进行充电。

 但是，即使是使用时间明显减少的电池，通过反复充电和使用 2～ 5次，有
时也可恢复使用时间。

 若反复充电和使用后电池的使用时间仍非常短，请认作为电池已达到了使用
寿命并更换新的电池。

注意！
 在操作和维修电动工具时，必须遵守贵国制定的安全的有关规则和标准。

关于 HiKOKI 牌无线电动工具的重要通知：
请确保始终使用我们指定的正版电池。如果使用我们指定以外的电池，或对
电池进行拆卸和改动 ( 例如拆卸和更换电池组件或其他内部部件 )，那么我们
无法保证我们无线电动工具的安全性和使用性能。

图 23

电线存放盖

直流电源线

000Book_UL18DA_ChS.indb   19000Book_UL18DA_ChS.indb   19 2018/07/19   14:04:402018/07/19   14:04:40



20

中文

故障排除

如果工具操作不正常，请使用下表中的检查步骤。如果未能解决问题，请向经
销商或 HiKOKI 公司授权服务中心咨询。

1. 制冷 / 制热

现象 可能的原因 解决办法

制冷 / 制热
功能无法
运行

电池
没有剩余电池电量 为电池充电

电池安装不当 插入电池直到听到咔哒声。

家用电源
交流适配器的连接插头与
装置的连接松动。

确保交流适配器的连接插
头已连接。

直流 12V
（车载）

车载电源直流电源线的连
接插头与装置的连接松动

确保直流电源线的连接插
头已连接。

汽车的引擎已关闭。 启动引擎。

汽车点烟器插座被烟灰和
灰尘堵住了。

除去烟灰和灰尘。

电源开关断开 打开电源开关。

制冷不足、制热不足

装置被放在暴露于阳光直
射的地方，靠近高温或接
近火源的地方

将装置放在远离阳光直射
的地方或通风良好的阴凉
场所。

进气口 / 排气口堵塞。 保持进气口 / 排气口畅通。

进气口 / 排气口脏污。 清洁进气口 / 排气口。

装置中装满了食物和饮料，
阻断了空气循环流通。

物品之间保持足够的空间。

无法安装电池
试着安装其他规格
（BSL3660/3626/3620/
BL36200）的电池

使用 14.4/18V 滑动式锂电
池或多电压电池。
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2. 充电

问题 可能原因 解决方法

将装置连接到电源
或安装电池时，充
电指示灯不亮。

装置或电池可能有问题。
请联系您购买该产品的店铺
进行维修。

充电指示灯快速闪
烁绿色，电池不充
电。

电池未装好 插入电池直到听到咔哒声。

电池的连接器或端子上有异
物。

将异物清除。

装置或电池可能有问题。
请联系您购买该产品的店铺
进行维修。

即使对电池进行了
正确的充电，电池
使用寿命也明显较
短

电池寿命耗尽 更换新电池。

3. 其他

问题 可能原因 解决方法

所有指示灯都闪烁 装置或电池可能有问题。
请联系您购买该产品的店铺
进行维修。
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选择附件

根据特定作业选择适合的附件。
有关详细信息请联系 HiKOKI 授权服务中心。

14.4V (Li-ion)

BSL36A18
电池

产品编号 : 329897
电池盖

BSL36B18
电池

18V (Li-ion)
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COOLER AND WARMER BOX SAFETY WARNINGS

WARNING
Read all safety warnings and all instructions.
Failure to follow the warnings and instructions may result in electric shock, fi re and/or serious 
injury.

Save all warnings and instructions for future reference.
1. Use power tools only with specifi cally designated battery packs.
 Use of any other battery packs may create a risk of injury and fi re.
2. Use only the specifi ed power supply voltage.
 Use of any other voltage may lead to fi re or electric shock.
 Do not use with DC power sources, engine generators, boosters or other 

transformers than what has been specifi ed. Failure to comply may result in 
abnormal heat and fi re.

 If the temperature is less than 0°C or higher than 40°C, do not charge the battery. 
Doing so will not only fail in charging the battery but may also shorten battery life. 
In addition, it may cause the battery to explode or could result in fi re.

 Please charge the battery in a well-ventilated area. While charging the battery, do 
not cover the main unit with items such as a cloth. Doing so may cause the battery 
to explode or could result in fi re.

3. Do not touch the power plug (cigarette lighter connection plug) with wet hands.
 Doing so may result in electric shock.
4. Do not use the cooler and warmer box in wet or damp places or in the rain.
 Doing so may result in electric shock, fi re or explosion.

CONTENTS
COOLER AND WARMER BOX SAFETY WARNINGS .................................23
CAUTION ON LITHIUM-ION BATTERY .......................................................28
REGARDING LITHIUM-ION BATTERY TRANSPORTATION ......................30 
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SPECIFICATIONS ........................................................................................31
STANDARD ACCESSORIES .......................................................................32
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PRIOR TO OPERATION ...............................................................................33
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MAINTENANCE AND INSPECTION ............................................................40
TROUBLESHOOTING..................................................................................42
SELECTING ACCESSORIES .......................................................................44
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5. Do not operate cooler and warmer box in explosive atmospheres, such as in the 
presence of fl ammable liquids, gases or dust.

 Doing so may result in electric shock, fi re or explosion.
6. Do not immerse or splash the unit with water. Doing so may result in short circuit 

or electric shock.
7. Do not use the AC adapter when outdoors. Doing so may result in smoke emission 

or ignition.
8. In the event of any of the following, switch off  the power to the product and remove 

the battery. Also, disconnect the power plug (cigarette lighter connection plug) 
from the socket (cigarette lighter outlet).

○ When the unit is not in use or the unit is to be adjusted or inspected.
○ Other situations that could be dangerous or may cause unexpected accidents.
9. Only use specifi ed accessories and attachments.
 Using accessories and attachments other than those specifi ed in the instruction 

manual or in HiKOKI catalogs may result in accidents or injuries and must be 
avoided at all costs.

10. Do not dispose of the battery in fi re.
 If the battery is burnt, it may explode.
11. Never use a deformed or damaged battery.
 Doing so may result in smoke emission, ignition or explosion of the battery.
12. If the use time of the battery is signifi cantly short even after properly charging the 

battery, the battery life is expended, and the battery should be exchanged.
 Continued use of a dead battery may result in damage.
13. Remove any dust accumulated on the blades of the power plug and the surface 

from which the blades extend.
 Failure to do so may result in smoke emission or ignition.
14. When using the unit with a car power source, set the unit securely in the luggage 

space or at the foot of the rear seat where it will not be suddenly jogged out of 
position. Also, do not place the unit in an unstable position on the car seat.

 Sudden braking may cause the unit to slide or fall if it is placed on a seat.
15. Do not place the unit or battery at the foot of the driver’s seat. Also, do not place 

the DC cord of the car power source anywhere in the vicinity of the shift lever, 
brakes or other control pedals.

 An unexpected accident may occur should the cord become entangled.
16. Do not operate the main unit or the battery while driving the car.
 Doing so could cause an unexpected accident.
17. Use the provided DC cord of the car power source.
 Use of a cord other than the provided DC cord could result in abnormal heat which 

could cause smoke emission or ignition.
18. Do not charge the battery on top of a blanket-like seat cover, fl oor mat or other 

similar protective material.
 Doing so may result in fi re.
19. Remain near the car when using a car power source.
 Failure to do so can result in an unexpected accident.
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20. Do not store combustible items such as gasoline or thinner.
 Doing so may result in fi re or explosion.
21. Do not store medical supplies or scientifi c samples.
 Doing so could cause an unexpected accident.
22. Do not store dry ice.
 The sublimation of Dry Ice to Carbon Dioxide gas will cause any airtight container 

to expand or possibly explode. Also, any abrupt temperature change may result in 
damage.

23. Do not place any container with liquid or other unstable objects on top of the 
product. An unstable object may fall and cause injury. Also, any liquid spillage may 
damage the insulation of electrical components which can cause a short circuit 
fi re.

24. Do not use the product if the cooler and warmer box or the battery terminals 
(battery mount) are deformed.

 Installing the battery could cause a short circuit that could result in smoke 
emission or ignition.

25. Keep the cooler and warmer box’s terminals (battery mount) free of dust.
○ Prior to use, make sure that dust have not collected in the area of the terminals.
○ During use, try to avoid dust on the cooler and warmer box from falling on the 

battery.
○ When suspending operation or after use, do not leave the tool in an area where it 

may be exposed to falling dust.
 Doing so could cause a short circuit that could result in smoke emission or 

ignition.
26. Do not use the included AC adapter or car power source DC cord with anything 

other than this product.
 Doing so may cause smoke emission or ignition.
27. Do not place pins, wires and other metal or foreign objects in the intake or exhaust 

ports or other gaps.
 Doing so may result in accident or damage.
28. Do not use the product if there are any abnormalities during operation such as foul 

smell, overheating or smoke emission.
 Immediately discontinue use and contact the store where you purchased this 

product.
CAUTION
1. Do not allow children to operate the product. Please be careful when there are 

children in the vicinity.
 Store idle cooler and warmer boxs out of the reach of children and do not allow 

persons unfamiliar with the cooler and warmer box or these instructions to operate 
the cooler and warmer box.

 Failure to do so may result in unexpected injury.
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2. Stay alert, watch what you are doing and use common sense when operating a 
cooler and warmer box.

 Do not use a cooler and warmer box while you are tired or under the infl uence of 
drugs, alcohol or medication.

 A moment of inattention while operating cooler and warmer box may result in 
serious personal injury.

3. Store idle cooler and warmer box. When not in use, cooler and warmer box should 
be stored in dry, high or locked-up place — out of reach or children. Store cooler 
and warmer box in a place in which the temperature is less than 50°C.

4. Do not use the cooler and warmer box in inappropriate ways.
○ Use the cooler and warmer box within the limits of its capabilities to ensure safe 

and effi  cient results.
○ Do not use the cooler and warmer box for any purpose other than that for which it 

was designed.
5. Don't abuse cord. Never carry cooler and warmer box by cord or yank it to 

disconnect from receptacle (cigarette lighter outlet). Keep cord from heat, oil and 
sharp edges. Be careful where you store or use the cord and avoid stepping on 
or hooking the cord to where any unnecessary pressure may be applied to cause 
damage. Doing so could result in shock or short circuit which may cause fi re.

6. Pay close attention to maintaining the cooler and warmer box.
○ Regularly check the power cord of the cooler and warmer box and ask your dealer 

for repairs in the event of it being damaged.
○ If using an extension cord, check it regularly and replace it in the event of it being 

damaged.
7. Maintain cooler and warmer box.
○ Check for misalignment or binding of moving parts, breakage of parts and any 

other condition that may aff ect the cooler and warmer box's operation.
○ If damaged, have the cooler and warmer box repaired before use.
○ Do not use the cooler and warmer box if the switch does not turn it on and off . Any 

cooler and warmer box that cannot be controlled with the switch is dangerous and 
must be repaired.

 Many accidents are caused by poorly maintained cooler and warmer box.
8. Cooler and warmer box repairs to be performed only by experts.
○ The cooler and warmer box conforms to all relevant safety regulations and must 

not be modifi ed.
○ All repairs must be requested to HiKOKI authorized service centers. Attempting to 

carry out repairs without the correct skills may result in accidents or injuries.
9. Do not sit or stand on the cooler and warmer box.
 Doing so may lead to accidents or malfunction.
10. Do not block the intake or exhaust ports (vents).
 Doing so may result in damage.
11. When setting the unit on a carpet, tatami mat or vinyl chloride fl ooring, lay out a 

board or similar item between the unit and the surface.
12. Do not lay the unit down or use it upside down.
 Doing so may cause the contents to fl ow out.
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13. Keep the unit away from high temperatures and do not place near a stove or other 
heating equipment.

 Doing so could deform the unit or cause an accident.
14. Set the unit in a well-ventilated location. When using near a wall, make sure there is 

over 10 cm of space between the unit and the wall’s surface.
○ Do not set the unit inside other pieces of furniture or in a case.
○ Make sure that the unit is set where the air is fl owing.
○ Do not set up in a place with high humidity or a place exposed to direct sunlight.
 Doing so could not only adversely aff ect product performance but could also cause 

accident or damage.
15. Do not leave the unit out with the cover open.
 Doing so could adversely aff ect performance.
16. Do not store ice cream, frozen foods or fresh foods.
 Doing so may result in change or degradation of food quality.
17. Do not store food and drink products for a prolonged period of time after they have 

been opened.
 Doing so may result in change or degradation of food quality.
18. Do not store food materials directly in the cooler and warmer box.
 The box is not antibacterial treated so the food materials should be wrapped or 

placed in a polyethylene bag.
19. Do not place ice or water directly into the cooler and warmer box.
 Doing so may result in damage.
20. If the surrounding temperature is below 5°C while cooling, do not store bottled 

products or other breakable items.
 Doing so could result in cracking or shattering which could cause injury.
21. When storing PET bottles for thermal insulation, use heat resistant bottles.
 Some PET bottles have low heat resistance and are prone to deformation and 

damage.
22. Do not drag across the fl oor with any part other than the casters touching the fl oor 

surface. 
 Doing so could cause damage to the product or to the fl oor’s surface.
23. Before using the product, make sure that the shoulder belt and handle will not 

detach or cause any problems.
24. Do not carry the unit with the cover open.
25. When the cover is closed on the unit, make sure to use the latch to secure the 

cover.
26. Be careful not to catch your fi ngers when opening or closing the cover.
27. Do not carry the unit by the cover.
28. When carrying the unit, make sure the cover is secured with the latch.
29. Do not infl ict any strong impact to the cover when it is open.
30. Do not spray the unit with insecticide, fragrance or deodorizer.
31. Do not immerse in water or seawater and do not directly spray with water at high 

pressures.
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32. Do not leave unattended with moisture in the unit.
 Leaving it unattended in this manner can result in mold growth. Wipe away any 

remaining moisture and make sure the unit is dry.
33. Pulling the unit on poor pavement surfaces or when it is full can result in accidents 

such as falling.
34. Do not fully wash the unit.
 Water could leak through gaps and soak the insulation, resulting in mold growth.
35. Do not wash the unit with polishing powder, a scrubbing brush, boiling water, 

thinner, benzine or other organic solvents.
36. Avoid strong impacts and vibrations when transporting the unit.
 Failure to do so may result in damage.
37. When not in use, make sure that the jack cover of the power jack and the battery 

cover remains closed.
 Failure to do so may result in damage.
38. When using the DC 12V car power source, always disconnect the connection plug 

before switching off  the engine.
 The power of certain vehicles do not cut off  when the engine is switched off . 

Leaving the connection plug connected could result in overcharging the battery.
39. Do not use the product in the trunk of a car.
 High temperatures could result in damage.

CAUTION ON LITHIUM-ION BATTERY
To extend the lifetime, the lithium-ion battery equips with the protection function to stop 
the output.
In the cases of 1 to 2 described below, when using this product, even if you are pulling 
the switch, the motor may stop. This is not the trouble but the result of protection 
function.
1. When the battery power remaining runs out, the motor stops.
 In such case, charge it up immediately.
2. If the battery is overheated under overload work, the battery power may stop.
 In this case, stop using the battery and let the battery cool. After that, you can use 

it again.
Furthermore, please heed the following warning and caution.
WARNING
In order to prevent any battery leakage, heat generation, smoke emission, explosion and 
ignition beforehand, please be sure to heed the following precautions.
1. Make sure that swarf and dust do not collect on the battery.
○ During work make sure that swarf and dust do not fall on the battery.
○ Make sure that any swarf and dust falling on the power tool during work do not 

collect on the battery.
○ Do not store an unused battery in a location exposed to swarf and dust.
○ Before storing a battery, remove any swarf and dust that may adhere to it and do 

not store it together with metal parts (screws, nails, etc.).

000Book_UL18DA_ChS.indb   28000Book_UL18DA_ChS.indb   28 2018/07/19   14:04:412018/07/19   14:04:41



English

29

2. Do not pierce battery with a sharp object such as a nail, strike with a hammer, step 
on, throw or subject the battery to severe physical shock.

3. Do not use an apparently damaged or deformed battery.
4. Do not use the battery in reverse polarity.
5. Do not connect directly to an electrical outlets or car cigarette lighter sockets.
6. Do not use the battery for a purpose other than those specifi ed.
7. If the battery charging fails to complete even when a specifi ed recharging time has 

elapsed, immediately stop further recharging.
8. Do not put or subject the battery to high temperatures or high pressure such as 

into a microwave oven, dryer, or high pressure container.
9. Keep away from fi re immediately when leakage or foul odor are detected.
10. Do not use in a location where strong static electricity generates.
11. If there is battery leakage, foul odor, heat generated, discolored or deformed, or in 

any way appears abnormal during use, recharging or storage, immediately remove 
it from the equipment or battery charger, and stop use.

12. Do not immerse the battery or allow any fl uids to fl ow inside. Conductive liquid 
ingress, such as water, can cause damage resulting in fi re or explosion. Store your 
battery in a cool, dry place, away from combustible and fl ammable items. Corrosive 
gas atmospheres must be avoided.

CAUTION
1. If liquid leaking from the battery gets into your eyes, do not rub your eyes and 

wash them well with fresh clean water such as tap water and contact a doctor 
immediately.

 If left untreated, the liquid may cause eye-problems.
2. If liquid leaks onto your skin or clothes, wash well with clean water such as tap 

water immediately.
 There is a possibility that this can cause skin irritation.
3. If you fi nd rust, foul odor, overheating, discolor, deformation, and/or other 

irregularities when using the battery for the fi rst time, do not use and return it to 
your supplier or vendor.

WARNING
If a conductive foreign matter enters in the terminal of 
lithium ion battery, the battery may be shorted, causing 
fi re.  When storing the lithium ion battery, obey surely 
the rules of following contents.
○ Do not place conductive debris, nail and wires such 

as iron wire and copper wire in the storage case.
○ Either install the battery in the power tool or store 

by securely pressing into the battery cover until the 
ventilation holes are concealed to prevent short-
circuits (See Fig. 1).  Fig. 1

Ventilation holes

Terminals

Battery cover

Latch
Battery
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REGARDING LITHIUM-ION BATTERY TRANSPORTATION
When transporting a lithium-ion battery, please observe the following precautions.
WARNING
Notify the transporting company that a package contains a lithium-ion battery, inform 
the company of its power output and follow the instructions of the transportation 
company when arranging transport.
● Lithium-ion batteries that exceed a power 
 output of 100Wh are considered to be in 

the freight classifi cation of Dangerous 
Goods and will require special 
application procedures.

● For transportation abroad, you must 
comply with international law and the 
rules and regulations of the destination 
country.

● If the BSL36B18 and BSL1860 are installed in the power tool, the power output 
will exceed 100 Wh and the unit will be classifi ed as Dangerous Goods for freight 
classifi cation.

SYMBOLS
WARNING
The following show symbols used for the machine. Be sure that you understand their 
meaning before use.

To reduce the risk of injury, user must 
read instruction manual. V Rated voltage

Direct current Warning

Wh
Power Output

2 to 3 digit number

 Fig. 2

000Book_UL18DA_ChS.indb   30000Book_UL18DA_ChS.indb   30 2018/07/19   14:04:412018/07/19   14:04:41



English

31

SPECIFICATIONS

Model UL18DA

Power supply

Slide battery: DC 14.4 V, 18 V, 
Multi volt battery

Household power supply 
(using provided AC adapter)

DC12 V (in-Car) (using provided DC cord)
Capacity 25 L
Cooling System Electronic Cooling System

Co
oli

ng
 & 

He
ati

ng
 Pe

rfo
rm

an
ce

Inside Temperature
Time required to 

achieve set inside 
temperature*1

COLD

HIGH -25°C as opposed to the 
outside temp

(Minimum 
5°C)

Approx. 4 h.

MID -20°C as opposed to the 
outside temp Approx. 3 h.

LOW -10°C as opposed to the 
outside temp Approx. 40 min.

HOT

HIGH +45°C as opposed to the 
outside temp

(Maximum 
55°C)

Approx. 3 h.

MID +40°C as opposed to the 
outside temp Approx. 2 h.

LOW +25°C as opposed to the 
outside temp Approx. 40 min.

Continuous operation 
time when using 
BSL36A18*2 
(For one battery)

HIGH Approx. 2 h. 30 min.
MID Approx. 3 h. 10 min.
LOW Approx. 5 h.

Number of batteries that can be 
installed 2

Charging time, approx. 
(AT 20°C) *3
(For one battery)

 BSL1860 : 4 h.
 BSL36A18 : 3 h. 20 min.
 BSL36B18 : 5 h. 20 min.

Operating temperature range 0°C – 40°C
External dimensions (LxWxH) 340 x 560 x 445 mm
Weight 8.0 kg (without battery)
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*1 Varies with contents, operating environment and other factors.
*2 When cooled or heated with the inside temperature set at a constant. Varies with contents, 

operating environment and other factors.
*3 Varies with the type of battery, state of charge, operating environment and other factors. 

Batteries are charged one at a time.

STANDARD ACCESSORIES
In addition to the main unit (1 unit), the package contains the accessories listed in the below.

Table 1

UL18DA

AC adapter 1

DC cord 1

Shoulder belt 1

Handle 1

The charger and battery supplied are diff erent depending on the set specifi cation.

APPLICATIONS
Cooling or heating of drinking water, etc.
Charging a lithium ion battery
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PRIOR TO OPERATION
1. Opening and closing the cover
(1) Opening the cover
 Unlatch the cover in two places and lift the cover until the stopper locks it into position. 

(see Fig. 3 - 5).

2

Fig. 4

Latch

1

Fig. 3 Fig. 5

4

3

Cover

(2) Closing the cover
 When closing the cover, release the stopper and gently close the cover. (see Fig. 6 - 8).

Fig. 8
5

Fig. 6

1

2

3

Fig. 7
4

Latch

2. Charge and output of batteries (two)
 When two batteries are installed, the charge 

or output are conducted with each battery. 
The numbers "1" and "2" on the switch panel 
indicate the battery numbers displayed on the 
battery mount. (see Fig. 9, 10 on page 34).

 Lit lamps indicate whether a battery is being 
charged or the battery is outputting current.

Fig. 9
Charge lamp

Battery numberBattery number
Output lamp
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NOTE
○ The unit can be operated with just a single battery.
○ Normally, the batteries switch over in the order of "1" 

to "2". However, if you place a battery in the "1" slot 
while the "2" slot is in use, the batteries will switch 
over in the order of "2" to "1".

○ When two batteries are installed, removing one 
battery during operation will automatically switch 
operation to the remaining battery.

HOW TO USE
1. Battery installation/removal
CAUTION
○ Never short-circuit the battery.
○ Do not touch the terminals.
 Doing so may result in cuts to the hand or other injuries.

NOTE
 When operating with a battery, set the unit approximately 1 m away from televisions, radios 

and antenna wires. Failure to do so may result in video or audio noise.

(1) Battery installation
 Unlatch the tab and open the battery cover. (see Fig. 11, 12)
 Align the battery with the grooves of this device and slide it all the way in. (see Fig. 13)

Fig. 13
Battery

Fig. 11
Battery cover Tab1

Fig. 12
2

NOTE
 Do not apply any excessive pressure when inserting the battery. If the battery does not 

easily slide into place, it is not being inserted properly.
 Check to see if the battery is facing the correct direction and that there is nothing 

obstructing the path of insertion.

BatteryBattery number
Fig. 10
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(2) Battery removal
 Press the latches on both sides and slide out. (see Fig. 14)

2. AC adaptor / DC cord installation

You can draw power from a household outlet or from 
the car using the included AC adapter or DC cord.

Open the jack cover and connect the connection 
plug of either the AC adapter or DC cord into the AC 
adapter port. (see Fig. 15)

Next, plug the AC adapter or the DC cord into either 
a household outlet or a cigarette lighter socket. 
(see Fig. 16, 17)

NOTE
○ When used together with the batteries, the AC adapter 

is the main power source and no battery power is 
consumed.

○ Always make sure that the top and bottom of the 
connection plug is correct before plug in. If the top 
and bottom are incorrect, it may result in damage to 
the unit.

○ Make sure that the connection plug is inserted 
all the way. If incorrectly inserted, the unit could 
overheat and result in damage.

○ When using a car as power source, connect while 
the engine is running. It can cause the battery to die.

○ Do not use the cordless cooler and warmer box 
other than with a DC 12V in-car power source. The 
cordless cooler and warmer box is solely for use on 
minus-grounded vehicles. Make sure that the minus pole of the car battery is connected to 
the car body. 

○ If you use the cordless cooler and warmer box while driving, fasten the cordless cooler and 
warmer box in place so that it does not move inadvertently and distract your attention from 
driving.

Latch 
(Both sides)

Fig. 14

1

2

Connection 
plug

Fig. 15

AC adapter 
port

Protrusion

Recess

Jack cover

Fig. 16

Fig. 17

Car’s cigarette lighter outlet

DC cord
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○ Be sure to use the cable provided.
 Using a diff erent cable could result in a fi re or accident due to overheating.
○ When the power plug is plugged into an outlet when a battery is installed, the battery will 

charge whether the power switch is ON or OFF.

3. Power switch/mode setting

After connecting to a power source, switching the 
power ON will operate the cooling/heating function.
Select and set your desired mode.
(1) Turn ON the power switch. The mode indicator 

lamp and temperature indicator lamp will light up.
 (The mode that will be indicated by the lamp will 

be the mode that was previously set when the 
unit’s power was last switched off .)

(2) Press the mode selector switch and choose 
either COLD (green) or HOT (green).

NOTE
○ To switch between COLD (green) or HOT 

(green) during operation, switch off  the power, 
wait approximately 1 hour and then make your 
selection.

(3) Press the temperature selector switch to select 
either HIGH, MID or LOW.

NOTE
○ The unit’s fan will automatically switch on or off  to 

control temperature. This is not a malfunction.
○ Should all lamps fl ash on and off , there is 

a problem with this product. Immediately 
discontinue use and contact the store where you 
purchased this product.

Mode selector 
switchGreen

Green Fig. 19

Green

GreenGreen

Power selector 
switch

Fig. 20

Mode indicator 
switch

Fig. 18

Power indicator 
lamp

Power switch
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4. Storing food and drink
CAUTION
○ Do not store ice cream, frozen foods or fresh foods.
 Doing so may result in change or degradation of food quality.
○ Do not place ice or water directly into the cooler and warmer box.
 Doing so may result in electric shock or rupture.
○ If the outside air temperature is below 5°C while cooling, do not store bottled 

products or other breakable items.
 Doing so could result in cracking or shattering which could cause injury.
○ When storing PET bottles for thermal insulation, use heat resistant bottles.
 Some PET bottles have low heat resistance and are prone to deformation and 

damage.
○ Do not store food and drink products for a prolonged period of time after they have 

been opened.
 Doing so may result in change or degradation of food quality.
○ Do not store food materials directly in the cooler and warmer box.
 The box is not antibacterial treated so the food materials should be wrapped or 

placed in a polyethylene bag.

Place food and drink in the unit and securely close the cover.
Be careful where you set the unit as the cooling and heating temperatures within the unit can be 
aff ected by outside temperatures.

Tips on product use
○ In rush situations, cool (heat) the unit’s interior in advance and place cooled (heated) 

products in the unit.
 Heating and cooling requires time when there is a temperature diff erence with the interior of 

the unit.
○ Make sure there is enough space between the items stored in the unit.
 Packing items too tight will adversely aff ect the fl ow of air from the fan and lower the unit’s 

cooling/heating capability.
○ Wipe away any moisture or dirt before storing items.
○ Place food materials in sealed containers, plastic bags or wraps.
 Doing so will help prevent odor transfer, quality deterioration and drying.
○ To avoid reducing the eff ectiveness of cooling or heating, securely close the cover and do 

not open and close with frequency.
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CHARGING
Presented below are the combination of functions for power source, battery charging, and 
cooling/heating.

Power Source Status Power Switch Battery Charge
Operation of 

Cooling / Heating 
Function

Connected to a power source 
(household outlet or car outlet) 
and with battery installed

OFF –

ON

1. Connect to a power source (using either an AC adapter or DC cord).
2. Install a battery.
 The charge lamp will continuously light green and the charging begins.
3. Turn the power switch ON to conduct charging with either cooling or warming.

NOTE
 With a battery installed, disconnecting the AC adapter or DC cord from the power source 

will switch off  the cooling/heating function.
 To switch the power supply to the battery, press the power switch.
 When the power is switched ON, the cooling/heating function will begin operating once 

again.
4. Charge complete
 The charge lamp will repeatedly blink green to indicate that the charge is complete. 

Disconnect the AC adapter or DC cord from the power source and remove the battery.
5. Charge indicator lamp indication
 The indications of the charge indicator lamp will be as shown in Table 2, according to the 

condition of the charger or the rechargeable battery.
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Table 2
Indications of the charge indicator lamp

Charge 
indicator 
lamp

While
charging

Lights
(GREEN)

Lights continuously

Charging 
complete

Blinks
(GREEN)

Lights for 0.5 seconds. Does not 
light for 0.5 seconds. 
(off  for 0.5 seconds)

Overheat
standby

Blinks
(GREEN)

Lights for 1 second. Does not 
light for 0.5 seconds. 
(off  for 0.5 seconds)

Battery overheated. 
Unable to charge. 
(Charging will commence 
when battery cools)

Charging 
impossible

Flickers
(GREEN)

Lights for 0.1 seconds. Does not 
light for 0.1 seconds. 
(off  for 0.1 seconds)

(Intermittent buzzer sound: 
about 2 seconds)

There is a foreign 
substance on the terminal 
of battery charger or 
battery
Malfunction in the battery 
or the charger

NOTE
○ When the charge lamp rapidly blinks (0.1 second on/0.1 second off ), check and remove 

any foreign substances on the connectors of the battery or on the terminal of the battery 
charger.

 If there are no foreign substances, the problem may either be the unit or the battery. If this 
is the case, take both items to the store where you purchased this product.

○ Once a charge is complete, wait 5 minutes before attempting another charge.
 Charging in succession will generate heat from the unit which may cause problems.
○ A battery is hot right after use. Wait for it to cool before attempting to charge.
 Trying to charge the battery right away will reduce the battery’s life.
○ If the use time of the battery is signifi cantly short even after properly charging the battery, 

the battery life is expended, and the battery should be exchanged.
 Continued use of a dead battery may result in damage not only to the battery but to the unit 

itself.

Regarding electric discharge in case of new batteries, etc.
 As the internal chemical substance of new batteries and batteries that have not been used 

for an extended period is not activated, the electric discharge might be low when using 
them the fi rst and second time. This is a temporary phenomenon, and normal time required 
for recharging will be restored by recharging the batteries 2 – 3 times.
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How to make the batteries perform longer.
(1) Recharge the batteries before they become completely exhausted.
 When you feel that the power of the tool becomes weaker, stop using the tool and recharge 

its battery. If you continue to use the tool and exhaust the electric current, the battery may 
be damaged and its life will become shorter.

(2) Avoid recharging at high temperatures.
 A rechargeable battery will be hot immediately after use. If such a battery is recharged 

immediately after use, its internal chemical substance will deteriorate, and the battery life 
will be shortened. Leave the battery and recharge it after it has cooled for a while.

CAUTION
○ If the battery is charged while it is heated because it has been left for a long time in 

a location subject to direct sunlight or because the battery has just been used, the 
charge indicator lamp of the charger lights for 0.3 seconds, does not light for 0.3 
seconds (off  for 0.3 seconds). In such a case, fi rst let the battery cool, then start 
charging.

○ When the charge indicator lamp fl ickers (at 0.2-second intervals), check for and 
take out any foreign objects in the charger’s battery connector. If there are no 
foreign objects, it is probable that the battery or charger is malfunctioning. Take it 
to your authorized Service Center.

○ Since the built-in micro computer takes about 3 seconds to confi rm that the battery 
being charged with UL18DA is taken out, wait for a minimum of 3 seconds before 
reinserting it to continue charging. If the battery is reinserted within 3 seconds, the 
battery may not be properly charged.

MAINTENANCE AND INSPECTION
1. Inspection of terminals (cooler and warmer box and battery)
 Check to make sure that dust have not collected on the terminals.
 On occasion check prior, during and after operation.
CAUTION
 Remove any swarf or dust which may have collected on the terminals.
 Failure to do so may result in malfunction.
2. Cleaning of the outside
 When the cooler and warmer box is stained, wipe with a soft dry cloth or a cloth moistened 

with soapy water. Do not use chloric solvents, gasoline or paint thinner, as they melt 
plastics.

NOTE
 Do not fully wash the unit. Doing so may result in damage.
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3. Cleaning the intake/exhaust ports
 Periodically check the unit and clean the 

intake/exhaust ports with a vacuum cleaner or 
other device. (see Fig. 21)

NOTE
 Dust accumulation can reduce the 

eff ectiveness of cooling/heating.

4. Clean/check AC adapter and casters
 Check to see if there are any problems 

such as cord disconnection or damages to 
the AC adapter and the casters.

5. Transportation
 Adjust the length of the shoulder belt, 

making sure that the handle is in a position 
where the cooler and warmer box can be 
easily carried.

 During transport, be careful to avoid 
rubbing the box’s bottom surface against 
the fl oor or letting the box fall down.

 If the box cannot be pulled on caster 
wheels, carry it using the shoulder belt.

NOTE
 Make sure the caster wheels are clean 

and undamaged.
6. Storage
 The DC cord can be stored under the cable 

storage cover of the unit’s cover. 
(see Fig. 23)

 Store the cooler and warmer box in a place 
in which the temperature is less than 50°C, 
and out of reach of children.

NOTE
 Storing Lithium-ion Batteries
 Make sure the batteries have been fully charged before storing them.
 Prolonged storage (3 months or more) of batteries with a low charge may result in 

performance deterioration, signifi cantly reducing battery usage time or rendering the 
batteries incapable of holding a charge.

Exhaust port

Intake port

Fig. 21

Handle

Casters

Adjust length

Fig. 22

Be careful of 
tipping the contents

Fig. 23

Cable storage 
cover

DC cord
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 However, signifi cantly reduced battery usage time may be recovered by repeatedly 
charging and using the batteries two to fi ve times.

 If the battery usage time is extremely short despite repeated charging and use, consider 
the batteries dead and purchase new batteries.

CAUTION
 In the operation and maintenance of power tools, the safety regulations and 

standards prescribed in each country must be observed.

Important notice on the batteries for the HiKOKI cordless power tools
Please always use one of our designated genuine batteries. We cannot guarantee the safety 
and performance of our cordless power tool when used with batteries other than these 
designated by us, or when the battery is disassembled and modifi ed (such as disassembly 
and replacement of cells or other internal parts).

TROUBLESHOOTING
Use the inspections in the table below if the tool does not operate normally. If this does not 
remedy the problem, consult your dealer or the HiKOKI Authorized Service Center.

1. Cooling/Heating
Symptom Possible cause Remedy

Cooling/
heating 
function 
fails to 
operate

Battery No remaining battery power Charge the battery.
Battery not properly installed Insert battery until a click is heard.

Household 
power 
supply

Connection plug of the AC 
adapter is loose from the unit

Make sure that the AC adapter’s 
connection plug is connected.

DC12 V 
(in-Car)

Connection plug of the car power 
source DC cord is loose from the 
unit

Make sure that the DC cord’s 
connection plug is connected.

The car’s engine is OFF Start the engine.
The cigarette lighter socket is 
blocked with ashes and dust Remove the ashes and dust.

The power switch is OFF Turn the power switch ON.
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Symptom Possible cause Remedy

Not enough cooling, 
not enough heating

Unit is set in a location exposed 
to direct sunlight, near an area 
where the temperature is high or 
close to a fi re

Set the unit in a location away 
from direct sunlight or in a shaded 
area where the ventilation is good.

The intake/exhaust ports are 
blocked

Keep the intake/exhaust ports 
clear of any blockage.

The intake/exhaust ports are dirty Clean the intake/exhaust ports.
The unit is packed with food and 
drink, cutting off  air circulation

Open an adequate amount of 
space between items.

Battery cannot be 
installed

Attempted to install a battery 
other than those stipulated 
(BSL3660/3626/3620/BL36200)

Use either a 14.4/18V sliding 
lithium-ion battery or a multi-volt 
battery. 

2. Charge
Symptom Possible cause Remedy

The charge lamp does 
not light up when the 
unit is connected to 
a power source or a 
battery is installed

There is a problem with either the 
unit or its battery

Contact the store where you 
purchased this product for repairs.

The charge lamp 
rapidly blinks green, 
and the battery will not 
charge

The battery is not fully installed Insert battery until a click is heard.
There is a foreign substance 
on the battery’s connectors or 
terminals

Remove the foreign substance.

There is something wrong with the 
unit or the battery

Contact the store where you 
purchased this product for repairs.

Use time of the battery 
is signifi cantly short 
even after properly 
charging the batter

Battery life is expended Exchange with a new battery.

3. Others
Symptom Possible cause Remedy

All lamps are fl ashing There is something wrong with the 
unit or the battery

Contact the store where you 
purchased this product for repairs.
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SELECTING ACCESSORIES
Select accessories that are suited to a specifi c task.
For details contact HiKOKI Authorized Service Center.

14.4V (Li-ion)

BSL36A18
Battery

Part Number: 329897
Battery cover

BSL36B18
Battery

18V (Li-ion)
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